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EXISTING CONDITIONS & DEMOLITION PLAN PROPOSED SITE PLAN
SCALE: 1" = 20" SCALE: 1" = 20'
LEGEND PLANTING LEGEND
A MINIMIZATION OF DISTURBED AREA:
S ITE T EXISTING LOT LINE o o) 7= DWARF SPRUCE
B U L K R E G U L A I O N S EXISTING CONTOUR . @ TOTAL DISTURBED AREA OF SITE: 0.10 ACRES.
************* JAPANESE MAPLE
PROVISION REQUIRED PROVIDED NYSDEC WETLAND BOUNDARY ~ —— =+ + ——— =« « ——— COMPACT INKBERRY S TE DATA
WETLAND 100 FT ADJACENT AREA : : (D  BLUE STAR JUNIPER
MIN. LOT AREA 0.779
(ACRE) 1 (Pre-Existing) EXISTING UTILITY POLE Q ZONING DISTRICT: "HR" HAMLET RESIDENTIAL
MIN. ROAD EXISTING WELL LOT SIZE: 0.779 ACRES
FRONTAGE (FT) 100 200 EXISTING CATGH BASIN i TAX GRID No. : 132600-7160-00-001179
PROPERTY ADDRESS: 1827 ROUTE 22
N FRONT YARD PLANNING BOARD APPROVAL EXISTING WETLAND FLAG ©,., DOVER. NV 12504
SETBACK (FT) 30 81.8 PROPERTY OWNER:  FAIR OAKS REALTY, INC.
APPROVED BY RESOLUTION OF THE PLANNING BOARD OF THE TOWN 66 PROSPECT STREET
OF DOVER, NEW YORK, ON THE DAY OF s
MIN. REAR YARD 25 100.00 20 , SUBJECT TO ALL REQUIREMENTS AND CONDITIONS OF SAID MAP NOTES: POUGHKEEPSIE, NY 10509
SETBACK (FT) ' RESOLUTION. ANY CHANGE, ERASURE, MODIFICATION OR REVISION OF S = EXISTING USE & BUILDING DATA:
THIS PLAT, AS APPROVED, SHALL VOID THIS APPROVAL. 1. PROPERTY AND TOPOGRAPHIC SURVEY DATA BASED 1. USE = GAS STATION & CAR WASH AQUIFER OVERLAY DISTRICT NOTE:
MIN. SIDE YARD 2.6 UPON AN ACTUAL FIELD SURVEY COMPLETED ON OR :
S C 10 Pre-Existi 2. TOTAL FLOOR AREA = 3,610 S.F.
ETBACK (FT) (Pre-Existing) SIGNED THIS DAY OF 20 BY BEFORE 6/24/2008 LAST REVISED ON 8/12/2008 BY THIS PROJECT IS LOCATED WITHIN THE VALLEY BOTTOM AQUIFER
MAX. IMPERMEABLE HOWARD W. WEEDEN, NYS P.L.S. NO. 49967. _ OVERLAY DISTRICT (VBAS). ALL LAND USES AND ACTIVITIES WITHIN THE
SURFACE 50% 35% 2. N.Y.S.D.E.C. WETLANDS BOUNDARY LINE SHOWN PROPOSED USE & BUILDING DATA: VBAS ARE SUBJECT TO THE REGULATIONS SET FORTH IN SECTION
COVERAGE (%) CHAIRMAN HEREON COMPILED FROM ACTUAL FIELD 1. USE = SERVICE STATION 145-15 OF THE TOWN CODE OF THE TOWN OF DOVER, AQUIFER
LOCATIONS OF WETLANDS FLAGS SET BY 2. TOTAL FLOOR AREA = 3,610 S.F. OVERLAY DISTRICT, AS AMENDED FROM TIME TO TIME.
MAX. BUILDING 45 o5 SEoRETRY N.Y.S.D.E.C. WETLANDS SPECIALIST.
HEIGHT (FT)
Fl\él)p(\;(TPBlglllll_'I[')I(NSE) 10,000 3,155 DATE REVISION ENGINEERING, DESIGN, & PLANS PREPARED BY:
FAIR OAKS REALTY, INC
RENNIA ENGINEERING DESIGN, pLLC o
PARKING NOTES: ’
CIVIL & ENVIRONMENTAL ENGINEERING
1. "SERVICE" USE REQUIRED PARKING BASED ON 4 SPACES PER 1,000 SF  Dover Village Plaza, Suite 5, P.O. Box 400, Dover Plains, NY 12522 EXISTING CONDITIONS, DEMOLITION &
OF ENCLOSED FLOOR SPACE. 1,800 SF X (4/1,000) = 7.2 SPACES. Tel: (845) 877-0555  Fax: (845) 877-0556 SITE PLAN
2. EXISTING APARTMENT 455 SF REQUIRES 2 SPACES Copyright 2008, All Rights Reserved
3. ATOTAL OF 9 SPACES ARE REQUIRED. DATE SCALE DESIGNEDBY: | DRAWNBY: | CHECKEDBY: | JOBNO. | SHEETNO.
VICINITY PLAN SCALE: 1" = 2000' 4. ATOTAL OF 11 SPACES ARE PROVIDED. WAY: UNLESS ACTING UNDER THE DIREGTION OF A LICENSED PROFESSIONAL ENGINEER. "o OR REPORTS INANY 8/7/14 1=20 RAR RED RAR 14-016 1 of 2
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PRUNE 1/5 OF LEAF AREA
BUT RETAIN NATURAL FORM

2" MULCH
EXTENDING
OVER BERM

INSTRUCTIONS IF FOLIAGE
IS PRESENT

SPRAY WITH WILT-PROOF
GROUND LINE TO BE
SAME AS AT NURSERY

TOP OF BALL
TO BE LEVEL W/ GROUND

CONSTRUCT EARTH
SAUCER WITH
4" HIGH BERM

RIS
RIRRRAURRKY:
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KRIRARARRRKS .
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REMOVE BURLAP FROM

QKUK TOP OF BALL
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BACKFILL WITH TOPSOIL & PEAT-
MOSS 3:1 RATIO BY VOLUME IN 9"
LAYERS-WATER EACH LAYER UNTIL

0 pavement
0.0

0.0 0.0 0.0 &
18" MIN. FOR PLANTS T
0.0 UP TO 4' HIGH,
0.0 20" MIN. FOR PLANTS
OVER 4' HIGH
. AT
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WALL MOUNTED LIGHT
FIXTURE W/ FULL CUTOFF
(TYP.OF 4)

2 story
block building
elev.—430.0

7 story
0.0
0.0
0.0
0.0
0.0 0.0
0.0
0.0 0.0
0.0
+0.0 0.0
+0.0 0.0
0.0
0.0
0.0
0.0
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0.0
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0
0.0 0.0
0.0 0.0
0.0 0.0
0.0 1.0
0.0 0.0
0.0 0.0
0.0
0.0
0.0
0 20 40 SITE PLAN
SCALE: 1" =20'
1" =20 Full Cutoff Wall Packs
GRAPHIC SCALE
EXISTING LOT LINE @) @ 100W METAL HALIDE
EXISTING UTILITY POLE Q,
Py
PROPOSED LIGHT FIXTURE [
Specifications
Height:  9-3/8(23.8) H
Width:  14-3/8(36.5)
Depth:  8-3/8121.3) w D
*Weight: 14.51(6.58 kgs)
All dimensionsshown in inchesicentimeters) unless otherwise noted.
*Weight asconfigured in example below.
Example: TWR1S 100M TBLPI
Catalog Photocell Lamp Availablein
number Wattage Voltage included included Canada
Metal halide
TWR1S 100M TB LPI 100 120/208/240/277 N Y N

Luminaire Schedule

QTY Catalog Mumber

4 TWWR1S 100M TB LPI

FRIENDLY' CRITERIA

GEMERAL PURPOSE BUILDING MOUMTED |OME 100-WATT CLEAR ED17 1 8500 1 140
LUMINAIRE, FULL CUTOFF, 100W MH W/
CLEAR LAMP. MEETS THE 'MIGHTTIME

METAL HALIDE,
HORIZOMTAL POS.

/ (FOR ALL SHRUBS BALLED & BURLAPPED)
BREAK SUB-SOIL

SHRUB PLANTING DETAIL

SETTLED. DO NOT TAMP

| — 6"FORPLANTS UP TO 4' HIGH
8" FOR PLANTS OVER 4' HIGH

6" BOLLARD DETAIL

N.T.S.

WOVEN FILTER FABRIC
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20" MIN.

1 SMOOTHLY AND CONSISTENTLY F

/—REFLECTIVE TAPE
6" DIA. CONCRETE-FILLED STEEL
PIPE, MOUND TOP - FINISH
fr | ENTIRE PROJECT
/—PAINT - COLOR: YELLOW
1/2" BITUMINOUS EXPANSION
MATERIAL
N =
. A q
& a4
5 )
™ e A
. 4 4
- ‘“<] 3000 P.S.l
. ) CONC.
. ~ T FOOTING(S) TYP.
1!_6“

/ 36" MIN FENCE POST

COMPACTED FILL OVER

TOE OF FABRIC BURIED

8.0" DEEP.

TYPICAL SILT FENCE DETAIL

N.T.S.

NOTES:

1. LOCATE POSTS DOWNSIDE OF FABRIC TO HELP SUPPORT FENCING.

2. BURY TOE OF FENCE APPROXIMATELY 8" DEEP TO PREVENT
UNDERCUTTING.

3. WHEN JOINTS ARE NECESSARY, SECURELY FASTEN THE FABRIC AT A

SUPPORT POST WITH OVERLAP TO THE NEXT POST.

PLANNING BOARD APPROVAL

APPROVED BY RESOLUTION OF THE PLANNING BOARD OF THE TOWN
OF DOVER, NEW YORK, ONTHE ___ DAY OF ,

20 , SUBJECT TO ALL REQUIREMENTS AND CONDITIONS OF SAID
RESOLUTION. ANY CHANGE, ERASURE, MODIFICATION OR REVISION OF
THIS PLAT, AS APPROVED, SHALL VOID THIS APPROVAL.

SIGNED THIS DAY OF , 20 . BY

CHAIRMAN

SECRETARY

NTS

2 STRANDS NO. 12
GALV. IRON WIRE

WRAPPING-
REMOVE WRAPPING
THAT WAS USED

DURING SHIPPING j

CUT AWAY BURLAP FROM
UPPER HALF OF BALL.

PROPOSED PLANTING SCHEDULE

QTY. BOTANICAL NAME COMMON NAME SIZE REMARKS
4 PICEA PUNGENS ' GLOBOSA' DWARF BLUE SPRUCE 24" HGT. B&B

5 PRUNUS SERRULATA 'KWANZAN' JAPANESE FLOWERING CHERRY 6' HGT. B&B

5 ILEX GLABRA 'COMPACTA' COMPACT INKBERRY 5 GALLON

24 JUNIPERUS SQUAMATA 'BLUE STAR' BLUE STAR JUNIPER 12'18" SPD. 2 GALLON

*ALL PLANT / TREE MATERIALS SHALL BE OF LOCAL STOCK (<50 MILES). SUBSTITUTIONS WITH LIKE PLANT / TREE STOCK ARE ACCEPTABLE.

PLANTING LEGEND

DWARF SPRUCE

@ JAPANESE MAPLE

©

CUT AND REMOVE WIRE
BASKET IF PRESENT

FINISHED
GRADE

En |||—||.—...—I|| g

ETIfEI IS
DEPTH OF PIT 9" DEEPER
THAN DEPTH OF BALL IF SOIL =
IS POORLY DRAINED (CLAY),
OTHERWISE DEPTH OF PIT IS
HEIGHT OF ROOT BALL

WIDTH OF PIT

=!I =R
[ e e e e

'-—_FI:I /A== I:\/I:I—I T l—‘l'_

TWICE DIA. OF BALL

COMPACT INKBERRY
BLUE STAR JUNIPER

WIRE THROUGH RUBBER HOSE
TO PROTECT THE TREE

DRIVE STAKES AT ANGLE
DRAW TO VERTICAL

CEDAR STAKE- MINIMUM
DIA. AT SMALL END 2-1/2"
MIN. - HEIGHT 9' STAKES TO
EXTEND AT LEAST 6" ABOVE
LOWEST BRANCHES AND
12" BELOW THE BOTTOM OF
PLANT PIT

SAUCER- FILL WITH AT
LEAST 3" OF WOOD
CHIPS OR PEAT MOSS

=IE=E=T=E

IMPROVED TOPSOIL-

SHALL BE MIXED IN
FOLLOWING PROPORTIONS:
4 C. YDS. OF TOPSOIL 7-1/2
C. FT. OF PEAT MOSS 40
LBS. OF BONE MEAL 5 LBS.
OF 10-6-4

DECIDUOUS TREE PLANTING DETAIL

NOTES:

NTS

1. SET TREE 4" ABOVE FINISHED GRADE TO ALLOW FOR SETTLEMENT.
2. STAKE TREES ONLY IN EXPOSED WINDY LOCATIONS OR IF PLANTED IN

AREAS SUBJECT TO PLOWED SNOW.

\ 8 0.C. MAX.

58"
T
|
|
|
i
|
|
|
|
|

60"

48"

12"DIA
T

" PERIMETER FENCE

~—~—=——1" CHAMFER

—~—— 6"x6" PT WOOD POST

\PT 2"X4" WOOD FRAME
FASTENED TO 6"X6" PT WOOD
POST WITH METAL HANGERS
TYP.

5/4"x6" VERTICAL PT WOOD
BOARDS FASTENED TO PT
WOOD FRAME AT 6" O.C. WITH
1-1/4" DECK SCREWS

FINISHED GRADE

3,000 PSI CONCRETE
FOOTING. SLOPE TOP OF
FOOTING AS SHOWN

NOTES:

N.T.S.

1. ALL LUMBER SHALL BE "PRESSURE TREATED WOOD" OR

EQUIV. WEATHERING TYPE.

2. ALL FASTENERS TO BE HOT DIPPED GALVANIZED.
3. ALL EXPOSED LUMBER IS TO RECEIVE 2 COATS BENJAMIN
MOORE EXTERIOR SOLID COLOR DECK STAIN, COLOR: RUSTIC

TAUPE

MAP NOTES:

1. PROPERTY AND TOPOGRAPHIC SURVEY DATA BASED
UPON AN ACTUAL FIELD SURVEY COMPLETED ON OR
BEFORE 6/24/2008 LAST REVISED ON 8/12/2008 BY
HOWARD W. WEEDEN, NYS P.L.S. NO. 49967.

2. N.Y.S.D.E.C. WETLANDS BOUNDARY LINE SHOWN
HEREON COMPILED FROM ACTUAL FIELD
LOCATIONS OF WETLANDS FLAGS SET BY
N.Y.S.D.E.C. WETLANDS SPECIALIST.

LANDSCAPING NOTES

1. SEE PLANTING DETAILS.

ALL DISTURBED AREAS SHALL BE GRADED, TOPSOILED (3" MIN.), SEEDED AND MULCHED.

2.
3. EXISTING TREES TO REMAIN UNLESS OTHERWISE INDICATED ON THIS
4

TREES NOTED AS "TO BE REMOVED" SHALL BE REMOVED IN THEIR ENTIRETY, INCLUDING STUMPS AND

ROOT SYSTEMS.

oo

PLANTS SHADED AND ROOTS MOIST.

7. AFTER PLANTING, LEAVE A SHALLOW BASIN AROUND EACH PLANT. WATER THOROUGHLY. STAKE AND

GUY PLANTS OVER FOUR FEET (4') TALL AS PER DETAIL.

8. MAINTAIN "DISEASE CONTROL" MULCH TO CONTROL WEEDS. FERTILIZE TREES AND SHRUBS IN MAY.

BE POTABLE.

INTO SO

===

L 4" TEMPORARY TOPSOIL COMPACTED FILL

SAUCER TO A DEPTH OF
150 mm.

CONIFEROUS PLANTING DETAIL

SHEET.

EXISTING VEGETATION TO REMAIN SHALL BE TRIMMED AND PRUNED AS NECESSARY.
PLANT MATERIALS MUST BE FRESHLY DUG OR GUARANTEED, FREE FROM DISEASE AND DEFECTS. KEEP

REMOVE DEAD AND DAMAGED
BRANCHES BY PRUNING
ACCORDING TO RECOGNIZED
HORTICULTURAL PRACTICES.
DO NOT CUT LEADER.

ENCASE NON-CORRODABLE WIRE
IN REINFORCED RUBBER GARDEN
HOSE AT POINTS OF CONTACT
WITH TREE. FLAG EACH GUY
WIRE WITH FLUORESCENT
MATERIAL FOR SAFETY.

GALVANIZED TURNBUCKLE
4" LAYER HARDWOOD MULCH

REMOVE BURLAP FROM TOP
1/3 OF BALL. BURLAP TO

2" X 2" 2'-0" WOODEN
STAKES DRIVEN SECURELY

IL.

THREE PER TREE.

TOPSOIL MIX TO BE 100%
NATIVE FREE OF STONES,
LUMPS OF CLAY GREATER THAN
2" AND ALL OTHER EXTRANEOUS

%ﬁﬁ:ﬁgﬁgﬁﬁﬁmﬁ“}ﬁ_ﬁﬂl‘\ MATERIAL.
= N sl el Ul =
UNDISTURBED TOPSOIL OR

NOTES:

1. SET TREE 4" ABOVE FINISHED GRADE TO ALLOW FOR SETTLEMENT.
2. STAKE TREES ONLY IN EXPOSED WINDY LOCATIONS OR IF PLANTED

IN AREAS SUBJECT TO PLOWED SNOW.

1 1/2" ASPHALT TOP COURSE (NYSDOT 403.16)

2 1/2" ASPHALT BINDER (NYSDOT 40

3.13)

3" FOUNDATION MATERIAL (NYSDOT 304.02)

2% 2%
—~—— —_—
y 3 y/4
b 7006062060020690202090202690202020202635%680303606%a030
Y K Y Xy KX K X % KT XY Ry o7 Ky KY Ky oy Ky &Y |
/\/\//\//\//\//\//\//\//\//\ \//\//\//\//\//\//\//\//\//\/\/\/\
AN A A A A A N A A A A A AN AN AN AU
IR

9" R.0.B. GRAVEL
COMPACTED SUBGRADE

NOTE:

CONTRACTOR TO PROVIDE ENGINEER WITH GRAVEL
BANK SOURCE PRIOR TO INSTALLATION FOR
REVIEW AND APPROVAL.

TYPICAL PAVEMENT DETAIL

N.T.S.

HOT TAR SEAL

SAWCUT EDGE OF PAVEMENT,

APPLY TACK COAT PRIOR TO

REPAVING
EXISTING PAVEMENT

EXISTING SUBBASE —\

SAWIOINT DETAIL

N.T.S.

PROPOSED NEW
/ PAVEMENT SECTION

NTS

DATE REVISION

ENGINEERING, DESIGN, & PLANS PREPARED BY:

CIVIL & ENVIRONMENTAL ENGINEERING

6 Dover Village Plaza, Suite 5, P.O. Box 400, Dover Plains, NY 12522

Tel: (845) 877-0555 Fax: (845) 877-0556

Copyright 2008, All Rights Reserved

WAY, UNLESS ACTING UNDER THE DIRECTION OF A LICENSED PROFESSIONAL ENGINEER.

RENNIA ENGINEERING DESIGN, pPLLC

IT IS A VIOLATION OF NEW YORK STATE EDUCATION LAW FOR ANY PERSON TO ALTER THESE PLANS, SPECIFICATIONS OR REPORTS IN ANY

TOWN OF DOVER

FAIR OAKS REALTY, INC

DUTCHESS COUNTY, NY

SITE LIGHTING PLAN & DETAILS

DATE SCALE DESIGNEDBY: | DRAWN BY: CHECKED BY:

8/7/14 1"=20' RAR RED RAR

JOB NO.

14-016

SHEET NO.

2.2
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